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JP3 Signal range 

U1:  0-10V 
I1:  0-20mA 
 
U1:  2-10V 
I1:  4-20mA 
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JP1 Signal type 

U1 
0-10V, 2 -10V 
 
I1 
0-20mA, 4-20mA 
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U1, U2:  2-10V 

I1, I2:  4-20mA 
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JP3 Signal range 

U1, U2:  0-10V 
I1, I2:  0-20mA 
 
U1, U2:  2-10V 
I1, I2:  4-20mA 
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JP1 Signal type 

U1 / U2 
0-10V, 2 -10V 
 
I1 / I2 
0-20mA, 4-20mA 
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JP3 Signal range 

U1, U2:  0-10V 
I1, I2:  0-20mA 
 
U1, U2:  2-10V 
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JP1, JP2 Signal type 

U1 / U2 
0-10V, 2 -10V 
 
I1 / I2 
0-20mA, 4-20mA 

3 
2 
1 

 

3 
2 
1 

 

OPA-S 

 

 

JP1 JP2 JP3 

   

S
TA

T
U

S
 

LE
D

 

1 2 3 4 

G
 

24
V

 

G
0 

0V
 

U
1/

 I1
 

A
O

 H
  

U
2/

 I2
 

A
O

 T
 

OPC-S 


